
Technical Data Sheet

Window Sash Weights

Custom High End Lead and Steel Window Sash Weights

In 1789, Nathan Trotter, a Philadelphia metals merchant, founded his business on the banks of the Delaware 
River.  Today, Nathan Trotter & Co. is the oldest continually operated metals manufacturer/distributor in the 
United States.  Our state of the art manufacturing facility located outside Philadelphia has the capability to 

produce almost any size/shape of window weight your custom job will require.  

-  Industry best quality, pricing and lead time of 2 weeks or less
-  Any forged eye bolt and through hole configurations available to attach weights to sash chain/cord

-  Weights will be stamped or labeled for ease of window identification
-  Lead is 44% more dense than steel, allowing our custom sized, extruded lead weights to

maximize the use of space in the available weight pocket
-  Extrusion method produces weights that are smooth, consistent and cleaner

compared to other available options
-  Sash weights are shipped on pallets, securely strapped, wrapped and easily identified

for receipt of delivery

Main Office
Nathan Trotter & Co., Inc.
241 W. Stewart Huston Dr.
Coatesville, PA 19320

Mailing Address
P.O. Box 369
Sadsburyville, PA 19369

P 484.725.2989
F 610.524.2469
dave@nathantrotter.com
www.nathantrotter.com

Quality Metals Since 1789
ISO Certified Since 1997
Nonferrous Metals Manufacturing for the Construction Industry

Don’t allow heavy laminated glass specifications to limit vertical travel on your

custom wood windows, call Nathan Trotter.

Have a large landmark renovation job?  Nathan Trotter has the experience, and proven track

record to help your project shine.

Only need a few window weights for that unique project?  Nathan Trotter will deliver the weights made

to your specifications, on time.
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Custom Lead Weight Sizes

Custom Steel Weight Sizes

Dimensions Weight per inch of length
1.5” round
1.75” round
2” round
2.25” round
3” round
1”x 2”
1”x 3”
1.25”x 1.5”
1.5”x 2.25”
1.75”x 2.5” 
2”x 2”
2”x 2.25”
2”x 2.5”
2”x 2.75”
2”x 3”
2.25”x 2.25”
2.6875”x 2.6875”
2.83”x 2.83”

0.73
0.98
1.29
1.63
2.90
0.82
1.23
0.77
1.38
1.79
1.64
1.85
2.05
2.26
2.46
2.08
2.96
3.33

Dimensions Weight per inch of length
1.5”x 1.5”
1.75”x 1.75”
2”x 2”
2.25”x 2.25”
2.5”x 2.5”
2.75”x 2.75”

0.64
0.87
1.14
1.44
1.77
2.15


